
T i t l e  158 - STATE FIRE MARSHAL 

Chapter 1 - DEFINITIONS - ABOVEGROUND STORAGE TANKS 

De f in i t i ons   i nc luded   he re   app ly  t o  t h e   S t a t e   r e g u l a t i o n s   i n   t h i s  
Section. 

- 001. "Aboveground" s h a l l  mean t h a t  90% o f   t he   capac i t y   o f   t he   t ank  
i n   q u e s t i o n   l i e s  above the   su r face   o f   t he   ea r th .  

- 002. "Hazardous  Substance" s h a l l  mean any  substance  defined i n  
subsect ion (14) o f   S e c t i o n   1 0 1   o f   t h e  Comprehensive  Environmental 
Response,  Compensation,  and L i a b i l i t y   A c t   o f  1980  as it e x i s t e d  on 
January 1, 1985, b u t   n o t   i n c l u d i n g  any  substance  regulated as a 
hazardous  waste  under S u b t i t l e  C o f  such  act. A l i s t i n g   o f  such 
substances may be found i n  Appendix I .  The substance  Anhydrous 
Ammonia s h a l l  be e x c l u d e d   f r o m   t h i s   l i s t .  

- 003. "Permanent ly  Located"  shal l   refer  to  any  tank  which i s  secured 
t o   t h e   s u r f a c e  and i s  i n t e n d e d   t o  be  used as a  permanately  s i tuated 
f a c i  1 i ty. 

- 004. " R e g i s t r a t i o n "   s h a l l  mean the  submission of i n fo rma t ion  on a 
f o rm  p rov ided   by   t he   S ta te   F i re   Marsha l   a long   w i th   t he   reg i s t ra t i on  
fee. 

- 005. " S t a t e   F i r e  Marshal," s h a l l   r e f e r   t o   t h e  Nebraska S t a t e   F i r e  
Marshal ,   the  F i rs t   Ass is tant   State  F i re   Marshal ,   Chief   Deputy  State 
F i re   Marshal ,  and  Deputy S ta te   F i re   Marsha l .  

- 006. "Storage Tank" s h a l l  mean any  tank  having  a  storage  capaci ty i n  
excess o f  one thousand  gal lons  used  for   the  containment  of   hazardous 
substances f o r  any per iod  of   t ime,  except  those  tanks  which  are 
regulated  under   the  ru les and regulat ions  adopted  pursuant   to  

American Nat ional  Standards I n s t i t u t e .  
Sect ion 81-502 i n  accordance wi th   Standard K61.1 (1972) o f   t h e  


